
   
 product data nonwoven sorbents 

We do not recommend disposal methods. Consult with local, state, and federal authorities, as well as licensed waste 
haulers for specific options. Methods include landfill, incineration, and recycling (centrifuge, washing, and/or wringing). 
 
Review our chemical compatibility chart, which is located in our website footer. For your safety, and if you are uncertain 
of possible chemical reactions or absorption non-performance, we recommend that you conduct compatibility and 
absorption testing of your chemicals with samples of these products. The compatibility chart is simply a guide. 

composition: railroad track mat (spunbond pp 

/ meltblown pp / pe film) 

part number: R8BKH 

dimensions: 150 cm x 30.5 m / 59" x 100' 

grade: heavy 

packaging: 1 

pallet quantity: 9 

package weight: 20.8 kg / 46 lbs 

color: black 

absorption: 321 liters / 84 gallons 

fluids absorbed: OIL-SELECT (oil, gasoline, diesel, 
etc) and repels water 

product information and usage: 

Use impermeable-backed railroad track mats when 
refueling locomotives, at ready-station sites, and when 
greasing rails. The top layer (black) is UV-resistant, the 
center layer is highly absorbent, and the bottom pe film 
layer prevents diesel fuel, oil, and other hydrocarbons 
from contaminating / leeching into the soil and ballast. 

features: 

• available in 59" and 19" widths 

• fits between and outside train rails 

• impermeable bottom layer 

• black UV-resistant top layer 

• oil-select center layer repels rainwater 

• for refueling, at ready station sites, & greasing rails 

• outdoor and indoor usage 

 
 

 

 
 

 


